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ArcelorMittal

Declaration of Performance

Reference number: No. 01 / Promirock N

Unique identification Code of the product type: Promirock N 85

Type
Promirock N 85

Self-supporting metal faced insulating panels for external and internal walls for use in buildings

ArcelorMittal Construction Sverige AB
Televerksvagen 5
45633 Kungshamn, Sweden

System for assessment and verification of functional
properties stability

System 3

Harmonized standard

EN 14509: 2013

Notified body

Table 1

Declared Performances
Table 1
Harmonized
Essential charateristics Declared performances technical
specification

Nominal Panel thickness (mm) 100 120 150 170 200 240 300 EN 10346
Panel weight (kg/m?) 18 20 22 24 26 30 35 EN 10346
Panel width (mm) 1200 EN 14509
Steel grade Stahl >= 5280 GD EN 14509
External fac.ing— steel grade (mm) 0.50/0.63 EN 10346
Internal facing - steel grade (mm) 0.50/0.63

Coating external facing Polyester / Green Coat BT / Crown BT / Hiarc or other coatings with PCS <= 4,0 MJ/m2 EN 14509
Coating internal facing Polyester / Green Coat BT / Crown BT / Hiarc or other coatings with PCS <= 4,0 MJ/m2

Type of external facing Microrib / Linear / Smooth

Type of internal facing Linear / Smooth

Core material Mineral wool

Nonimal core density (kg/m?) 85 EN 14509
Mechanical values

Tensile strength (MPa), fct 0,07 0,08 0,09 0,10 0,11 0,08 0,06

Compressive strength (MPa), fcc 0,05 0,06 0,06 0,07 0,07 0,06 0,06

Shear strength (MPa) fcv, short term 0,04 0,04 0,04 0,04 0,04 0,03 0,02

Shear strength (MPa) fcv, long term NPD NPD NPD NPD NPD NPD NPD

Shear modulus (MPa) Gc 1,97 2,04 2,11 2,19 2,26 2,51 2,76

Creep coefficient t=2.000h NPD

Creep coefficient t=100.000h NPD

Wrinkling strength (external facing)

in span (MPa) 77 82 87 92 98 86 73

in span, elevated temperature (MPa) 77 80 84 88 92 73 53 EN 14509
at central support (MPa) NPD NPD NPD NPD NPD NPD NPD

at central support, elevated temparature (MPa) NPD NPD NPD NPD NPD NPD NPD

Wrinkling strength (internal facing)

in span (MPa) 77 82 87 92 98 86 73

in span, elevated temperature (MPa) 77 80 84 88 92 73 53

at central support (MPa) NPD NPD NPD NPD NPD NPD NPD

at central support, elevated temparature (MPa) NPD NPD NPD NPD NPD NPD NPD
IReduction factor of wrinkling strength

Reduction factor for steel sheet | 1.00

Other properties

Thermal transmittance

Heat transfer coefficient U-Value (W/m?K) 038 | 032 | o026 | 023 | o019 | o016 [ o013 EN 14509
Heat conductivity coefficient (\) (W/mK) 0.040

Reaction to fire (Class) A2-s1,d0 EN 13501-1
Fire resistance (El) 60 | 60 | 180 | 180 | 180 | 180 | 180 EN 13501-2
Water permeability (Class) A

Air permeability 0.25m3 / m?/ h at 50Pa EN 14509
Water-vapor permeability impermeable EN 14509
Airborne sound insulation (dB), Rw (C,Ctr) 30(-3;-4) | 30(-3;-4) | 30(-3;-5) | 30(-3;-4) | 29(-1;-3) | 29(-2;-3) | 29(-2;-3) EN 11654
Sound absorbtion NPD EN 11654
Durability, DUR2 Pass EN 14509
Regulated Substances NPD EN 14509

Signed for and on behalf of the manufacturer by:

Van Hoa Nguyen (CEO)

lace and date) Kungshamn 01.10.2022

(Signature)

The performance of the product identified above is in conformity with the set of declared performances. This declaration of performance is issued in
accordance with the Regulation (EU) No. 305/2011, under the sole responsibility of the manufacturer identied above.
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